DircceOut. Information SG.MADI - MIDI Tunnel
TECHNOLOGIES

Introduction
This document informs about the setup to remote control an ANDIAMO device in a
SoundGrid setup using SG.MADI and the MIDI tunnel.

DAW running:
® SoundGrid Studio
* ANDIAMO Remote

MIDI over MADI* Tunnel
SG.MADI S over dnne ANDIAMO.MC

MADI / SoundGrid Converter 32 Channel Mic Pre & AD/DA Converter

SoundGrid
MADI
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Information SG.MADI - MIDI Tunnel

Requirements
e Update your SoundGrid installation to the latest version. For this document the
following versions were used:

TEMPLATE §

DETAILS

On B.7.60.181 Build 102206

0@ DirectOut SG.MADI

LOAD SG.MADI-1

DircceOubt.

Admin: SoundGrid Studio

Manufacturer: DirectOut

Model: SG.MADI

MAC address: 00:1¢c:d1:00:bd:26

SoE Master MAC address:  00:1c:d1:00:bd:26

Firmware version: boot: (1.13.5) program: (1.13.26)
Control Module version: 10.0.1.435

Micro Firmware version: 120

SYSTEM JLOCK INPUT OQUTPUT
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e Check the setting ‘Remote over MADI port’ in the ANDIAMO Remote. You
have to connect the ANDIAMO Remote via USB and set the “Remote over
MADI port” to the connected MADI port.

@ O C Settings
Clock Source Sample rate Analog I#O Level
Owek - [Term. sz | IN HIGH v
& oFS [ J4FS out HieH |
©INT
MADI Format Remote over MADI port Redundancy Mode

| BEch !T: 96k i—Fol low Redundancy n i_Hsdundancy active n

Follow Redundancy
Remote over MADI 1
Remote over MADI 2

23 o
|| Enable Matrix Mode FanSlow @ 43 | c

Extended Routing Fan Fast @ °C

Bank Select / Routing

©1.32 ()33.64 always running)

] Display Dark || Enable USB Embedder

m Cancel Apply Identify Device

Note

The MADI port used for the tunnel may change if it is not set to a specific port
and the other MADI port is also used. The value ‘Follow Redundancy’ effects a
change depending on the Redundancy Mode.
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Setup

1. SoundGrid Studio —> Assign SG.MADI to SoundGrid MIDI driver

SoundGrid Studio

. WEG VOICES.
SIw Sarve/Load » TR
ATE

SYSTEM S

Network Devices
Local Devices.

J 10 SoundGid MIDI Driver
Remove

2. SG.MADI software —> Assign MIDI Tunnel to the matching MADI Port

o DirectOut SG.MADI
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3. ANDIAMO Remote —> Select MIDI I/O —> Select Waves SoundGrid SG

Device /0

@ ANDIAMO Remote Command [{elil = sie ]

Window Help
Select MIDI /O

+ MIDI Mode
Serial Mode

ANDIAMO REMOTE

MIDI Input:

Waves SoundGrid SG Device /0

MIDI Output:

Waves SoundGrid SG Device /0

Cancel

4. ANDIAMO Remote —> Set MIDI Mode in the Connections tab and
hit the connect button

. 4
E MATRIX fm.f‘.i"}ﬂ

@& ANDIAMO Remote Command eyl s iel

Window Help
Select MIDI I/0

+ MIDI Mode
Serial Mode
temote

DIAMO.MC - DBOF 300090804000202

ANDIAMO State

Firmware: 4.8 Temperature: 40°C  Fan Speed: uDUUUun

Clock Source
@ 750 swnc

Q wx-@

@ -voi-@ 2
[ By ‘1

psUState |
@ rsu1
@ rsu2

SETTINGS

Sample rate
4Fs

@ s
@ 2«
@ w1k

IN Level

@ HiGH
O Low

OUT Level

® HiH

MADI Format
@ s6ch
@ osk

Bank

@ 6

Standard Bank Routing |

| @ 132 @ ow

DiraecbtOub
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